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976nm 180W Wavelength-Stabilized  

High Power Fiber Coupled Diode Laser 
STK976BN1RN-180.0W 

 

 
 
Features： 

  976nm wavelength 
    0W output power 
  0  m    er  ore   ameter  
 0         
   040nm-  00nm  ee  a k prote t on 

 
Applications： 

  F  er laser pump ng 
 
Our H gh Power D o e Laser Mo ules are manu a ture   y a opt ng spe  al ze     er- oupl ng 
te hn ques, result ng  n volume pro u ts w th a h gh e     en y, sta  l ty an  super or  eam qual ty  The 
pro u ts are a h eve   y trans orm ng the asymmetr   ra  at on  rom the laser   o e  h p  nto an output 
   er w th small  ore   ameter  y us ng spe  al m  ro opt  s  Inspe t ng an   urn- n pro e ures  n every 
aspe t  ome to a result to guarantee ea h pro u t w th the rel a  l ty, sta  l ty an  long l  et me  
 
Our resear h sta  s are  onstantly  mprov ng an   nnovat ng the pro ess ng te hnology  n the pro u  ng 
pro ess,  ase  on the pro ess onal knowle ge an  exper en e a  umulate   n long-terms  We are also 
 ont nuously  evelop ng new pro u ts to meet  ustomers’ spe      nee s  
 
To prov  e h gh qual ty pro u ts w th reasona le pr  e  s our always goal   
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( ) Data measure  un er operat on output at   0W  
( ) Other    er type  ustom ze  a  or  ng to  ustomers requ rements  
(3) Other  ee  a k  solat on  ustom ze  a  or  ng to  ustomers requ rements  
(4)   non- on ens ng env ronment  s requ re   or operat on an  storage  on  t ons are  rom - 0 to 
+70 ℃ w th relat ve hum   ty  etween    to 7  %  
( ) Operat ng temperature  e  ne   y the pa kage hous ng     epta le operat ng range  s    - 30C,  ut 
per orman e may vary  
 
OPER TI G  OTES 
  vo   eye an  sk n exposure to   re t ra  at on  ur ng operat on  
 ESD pre aut ons must  e taken  ur ng storage, transportat on an  operat on  
 Short-  r u t  s requ re   etween p ns  ur ng storage an  transportat on  
 Please  onne t p ns to w res  y sol er  nstea  o  us ng so ket when operat on  urrent  s h gher 

than 6   Sol er ng po nt shoul   e  lose to the root o  the p ns  Sol er ng temperature shoul   e 
lower than  60℃ an  t me shorter than  0 se on   

 Make sure the    er output en   s properly  leane   e ore operat on o  laser  Follow sa ety 
proto ols to avo    njury when han l ng an   utt ng the    er  

 Use  onstant  urrent power supply to avo   surge  urrent  ur ng operat on  
 Laser   o e must  e use  a  or  ng to the spe     at ons  
 Laser   o e must work w th goo   ool ng  
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 Operat on temperature ranges  rom   ℃ to 3 ℃  
 Storage temperature ranges  rom - 0℃ to +70℃  
 

  
 

  
 
 


